Ministerstvo dopravy Ceské republiky
Ministry of Transport of the Czech Republic
NéabreZi L.Svobody 12, 110 15 Praha 1, Czech Republic

OSVEDCENI o: COMMUNICATION concerning:
UDELENi HOMOLOGACE  APPROVAL GRANTED
ol

ODMITNUTI HOMOLOGAGE ARPROVAL REFUSED
ODEJMUTI HOMOLOGAGE ARRPROVAL WITHDRAWN
UKONGENI\AYROBY PRODUCTION-DEFINITELY-DISCONTINUED
typu komponenty CNG podle Predpisu ¢. 110.00
of a type of CNG component pursuant to Regulation No. 110.00

Homologace ¢€.: Rozsireni ¢&.: -
Approval No.: 110 R - 00 4543 Extension No.: N/A

1. UvaZovana komponenta CNG:
CNG component considered:

y wr

Elektronicka ridici jednotka / Electronic control unit

L ra - anadlambne -

2. Obchodni nazev nebo znacka:

Trade name or mark: FOBOS

Centralni jednotka typ:

Central unit of type: FOBOS 1

Varianty: -
Variants: N/A



10.

1.

12

13.

14.

Nazev a adresa vyrobce:
Manufacturer's name and address:

Nazev a adresa zastupce vyrobce
(pokud jsou potrebné):

If applicable, name and address
of manufacturer's representative:

Predlozeno k homologaci dne:
Submitted for approval on:

Homologaéni zkusebna:
Technical service responsible
for conducting approval tests:

Datum protokolu, vydaného touto zkuSebnou:

Date of report issued by that service:

Cislo protokolu, vydaného touto zkusebnou:

Number of report issued by that service:

FOBOS AUTO LTD
1. Bulgarska Aviatzia
5800 Pleven
Bulgaria

N/A

15 February 2007

E8/C: TUV SUD Auto CZ s.r.o.
Novodvorska 994/138

142 21 Praha 4

Czech Republic

25 June 2007

120474 - 07 - TAC

HOMOLOGACE UDELENA ODMITNUTALROZSIRENA L ODEJMUTA
APPROVAL IS GRANTED /REFUSED/EXTENDED A WITHDRAWN

Duvod(y) pro rozsifeni homologace:
Reason(s) for extension:

Misto:

Place: Praha
Datum:
Date: 27 June 2007
Podpis:
Signature:

N/A

Tomas Hrdliéka

Dokumentaci k této Zadosti o homologaci nebo rozsireni homologace Ize obdrzet na vyzadani.
The documents filed with the application or extension of approval authority can be obtained

upon request.

E8 110 R - 00 4543
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Priloha 2B — Dopinék
Annex 2B — Addendum

- Dopliujici informace tykajici se typové homologace typu komponenty CNG dle Predpisu &. 110
Additional information concerning the type approval of a type of CNG components pursuant
to Regulation No. 110

1.1 Nadrz(e) nebo tlakova(é) lahev(e): -
Container(s) or cylinder(s): N/A

1.2 Ukazatel tlaku: =
Pressure indicator: N/A

1.3 Pretlakovy ventil (odpoustéci ventil): -
Pressure relief valve (discharge valve): N/A

1.4  Automaticky(é) ventil(y): -
Automatic valve(s): N/A

1.5 Prepadovy ventil: -
Excess flow valve: N/A

1.6 Plynotésna skfin: -
Gas-tight housing: N/A

1.7 Regulator(y) tlaku: -
Pressure regulator(s): N/A

1.8 Zpétna(é) klapka(y) nebo zpétny(é) ventil(y): -
Check valve(s) or non-return valve(s): N/A

1.9 Pretlakové zafizeni (iniciované teplotou): -
Pressure relief device (temperature triggered): N/A

1.10 Rucéni ventil: =
Manual valve: N/A

1.11  Ohebna vedeni paliva: -
Flexible fuel lines: N/A

1.12  Plnici jednotka nebo plnici hrdlo: -
Filling unit or receptacle: N/A

1.13 SméSovac plyn / vzduch (vstfikovace): -
Gas / air mixer (injectors): N/A

1.14 Nastavovac prutoku plynu: -
Gas flow adjustor: N/A

1.15 SméSovac plyn / vzduch (karburator): -
Gas / air mixer (carburettor): N/A
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1.16

1.16.1

1.17

1.18

Elektronicka ridici jednotka (palivo CNG):
Electronic control unit (CNG-fuelling):

Principy zakladniho software:
Basic software principles:

ERJ fidi plynovy provoz motoru. Dale zajist'uje pIlnéni pozadavku
podle prilohy 4H predpisu EHK ¢. 110.

ECU controls gas/engine operation. It further ensures the complying
with requirements of Annex 4 to the ECE Regulation No. 110.

Tlakovy(é) a teplotni snimaé&(e): -

Pressure and temperature sensor(s): N/A
Filtr(y) CNG: -
CNG filter(s): N/A

Urcete toleranci.
Specify the tolerance.
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TUV UVMV s.r.o.
ECE/UN Technical Service No. E8/C

Technical Report No.: 26039 — 07 — TUV UVMV

ECE Regulation No.: 010.02

Manufacturer: FOBOS AUTO LTD.

Type: 110 FOBOS 1/4
TECHNICAL REPORT

No. 26039 — 07 — TUV UVMV

Test according to ECE Regulation No. 010.02
Uniform provisions concerning the approval of vehicles with regard to
electromagnetic compatibility.

ECE No. 010.00 of

1 April 1969
including all amendments up to and including
ECE No. 010.02, Supplement 2 of

12 August 2004

Objectives: Document for issue of the approval certificate
accordingly to the ECE Regulation No. 110.00

I Technical data

0.1, Make (trade name of manufacturer): FOBOS
0.2. Type: 110 FOBOS
0.2.1. Variants:
0.3. Means of identification of type: manufacturer’s label
0.3.1.  Location of that marking: top side of the control unit box
0.4. Category of vehicle: N/A
0.5. Name and address of manufacturer: FOBOS AUTO LTD.
Ivailo Vendov

1. BULGARSKA AVIATZIA
5800 PLEVEN BULGARIA

0.8. Address of assembly plant: see above
0.9. Location of the approval mark: on the manufacturer’s label, see 0.3.1.
TUV UVMV s.ro.
TUV SUD Group
Phone: +420 239 046 911
Testing laboratory No. 1107 Fax: +420239046 915 Novodvorska 994/138

accredited by CIA 1d.No. 63993040 142 21 Praha 4
according to the ISO/IEC 17025 VAT Id.No. CZ63993040 www.tuv-sud.cz Czech Republic



TUV UVMV s.r.o., ECE/UN Technical Service No. E8/C

Technical Report No. : 26039 — 07 — TUV UVMV
ECE Regulation No. : 010.02
Manufacturer : FOBOS AUTO LTD.
Type : 110 FOBOS
2/4
Il Test report
1. Test conditions
1-1. Test object: electronic control unit FOBOS 1, pressure

and temperature sensors, emulator
injectors DE 236, M.A.P. sensor,
gas/petrol switch model SW1,
manufacturer FOBOS AUTO LTD., part of
the CNG propulsion system, for test
purposes installed in vehicle HONDA
ACCORD 2.0 L.E.S.

VIN THGCG4260WA600082.

1.2. Test procedures used:

1.21. radiated narrowband interference
(Regulation part 6.6.), measured in
distance of 3m in horizontal and vertical
antenna polarization, 30 to 1000MHz,

122 immunity test (Regulation part 6.7.) in

frequency range 20 to 1000MHz, BCI
method, equivalent power 48mA + 25%
/50Q, AM 1kHz 80%.

1.3. Measuring and test equipment: radiated interference measuring set:

receiver ROHDE & SCHWARZ ESVP

s.n. 879807/0019,
antenna FRANKONIA BTA-M

s.n. 000003M.
Immunity test instrument set
ROHDE & SCHWARZ:
generator SMY 01 s.n. 847984/043,
hf. milivoltmeter URV 5 s.n. 848565/022
w. probe URV 5-Z2 s.n. 847922/02,
wideband power amplifier BONN Elektronik
BWLA 0210-25 s.n. 974436-01,
injection probe FCC F-140 s.n. 192,
directional coupler AR DC3001 s.n. 21970.

1.4. Ambient conditions: w/o precipitation, 6°C, 975hPa, 78% hum.

1.5, Test site: TUV UVMV Novodvorska, Czech Republic.



TUV UVMV s.r.o., ECE/UN Technical Service No. E8/C

Technical Report No. : 26039 - 07 - TUV UVMV
ECE Regulation No. : 010.02
Manufacturer : FOBOS AUTO LTD.
Type : 110 FOBOS
3/4

2. Test results:
21. radiated narrowband interference 2dB or more underneath the limit,
2.2, immunity test, probe located on wire

harness of the electronic control unit functional status A (not influented).
3. Specimen submitted to test on: 23 February 2007
4. Date of the test: 23 February 2007
ll. Enclosures

This technical report has no enclosures



TUV UVMV s.r.o., ECE/UN Technical Service No. E8/C

Technical Report No. : 26039 - 07 - TUV UVMV
ECE Regulation No. : 010.02

Manufacturer : FOBOS AUTO LTD.

Type : 110 FOBOS

4/4

The results presented above were measured/found in the laboratory accredited by CIA
under No. 1107 according to the ISO/IEC 17025 standard and relate only to items
tested. The final confirmation exceeds the accreditation.

Measuring and test equipment and test site meet the requirements of the applicable
legislation.

This report must never be reproduced incomplete without a written agreement of the
testing laboratory (exemption is the use of testing results in approval documentation).

Iv.

Final confirmation
The described sample
complies

with the requirements of ECE Regulation No. 010.02
as required accordingly to the ECE regulation No. 110.00

The technical report consists of pages No. 1 to 4
and has no enclosures.

Report made by: Zdenék Hrdlicka

Ing. Ctirad Pechacek Ing. Bohuslav Kovanda
Head of the laboratory L15a - EMC Officially recognized expert

Prague, 23 February 2007



TUV UVMV s.r.0.
ECE/UN Technical Service No. E8/C

Technical Report No.: 26040 - 07 — TUV UVMV

ECE Regulation No.: 110.00

Manufacturer: FOBOS AUTO LTD.

Type: 110 FOBOS 1/3

protie_ECE_04.W07 26040-07a

TECHNICAL REPORT
No. 26040 — 07 - TUV UVMV

Test according to ECE Regulation No. 110.00
Uniform provisions concerning the approval of:
l. Specific components of motor vehicles using compressed natural gas (CNG)
in their propulsion system,
Il. Vehicles with regard to the installation of specific components of an approved
type for use of compressed natural gas (CNG) in their propulsion system.

ECE No. 110.00 of

28 December 2000
including all amendments up to and including
ECE No. 110.00, Supplement 3 of

12 August 2004

Objectives: Document for issue of the approval certificate

l. Technical data

0.1. Make (trade name of manufacturer): FOBOS
0.2. Type: 110 FOBOS
0.2.1. Variants:
0.3. Means of identification of type: manufacturer’s label
0.3.1.  Location of that marking: top side of the control unit box
0.4. Category of vehicle: N/A
0.5. Name and address of manufacturer: FOBOS AUTO LTD.
Ivailo Vendov

1. BULGARSKA AVIATZIA
5800 PLEVEN BULGARIA

0.8. Address of assembly plant: see above
0.9. Location of the approval mark: on the manufacturer’s label, see 0.3.1.
TUV UVYMV s.ro.
TUV SUD Group
Phone: +420 239 046 911
Testing laboratory No. 1107 Fax: +420239 046 915 Novodvorska 994/138

accredited by CIA 1d.No. 63993040 14221 Praha 4
according to the ISO/IEC 17025 VAT Id.No. CZ63993040 www.tuv-sud.cz Czech Republic



TUV UVMV s.r.o., ECE/UN Technical Service No. E8/C

Technical Report No. : 26040 — 07 — TUV UVMV
ECE Regulation No. : 110.00
Manufacturer : FOBOS AUTO LTD.
Type : 110 FOBOS
2/3
Il. Test report
1. Test conditions

1.1. Test object: electronic control unit FOBOS 1, pressure
. and temperature sensors, emulator injectors

DE 236, M.A.P. sensor, gas/petrol switch
model SW1, manufacturer FOBOS AUTO
LTD., part of the CNG propulsion system, for
test purposes installed in vehicle HONDA
ACCORD 2.0 ILE.S.
VIN 1HGCG4260WA600082

1.2. Test procedures used
According to Annex 4H, Clause 2.2:
measurement of the switching off delay of the
service cut-off valve (-s) after stalling of the
engine.
13. Measuring and test equipment: scopemeter FLUKE199C,
s.n. DM 8140090.
1.4. Ambient conditions: w/o precipitation, 6°C, 975hPa, 78% hum.
1.5. Test site: TUV UVMV Novodvorska, Czech Republic.
2. Test results: measured delay < 0,6 s

3. Specimen submitted to test on: 23 February 2007










